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(54) Bezeichnung: CREATININ BIOSENSOR 

(57) Abstract- The invention relates to a method for producing biosensors that comprise at least two enzymes for the amperometric 
determination of enzymatically cleavablc substances, such as creatinine, in biological liquids, the enzymes being immobilized on 
a working electrode. An enzyme is applied on the working electrode with one or more surface -active substances in an aqueous 
solution and is allowed to dry. The at least second enzyme is chemically immobilized thereon in a subsequent step, thereby allowing 
for shorter response times and stronger signals of the biosensor. 

(57) Zusammenfassung: Bei einem Verfahren zur Herstellung von Biosensoren mit mindestens zwei Enzymen zur amperometri- 
schen Bestimmung enzymatisch abbaubarer Stoffe, wie Creatinin, in biologischen Fliissigkeiten, wobei die Enzyme an einer Arbeit- 
selektrode immobilisiert werden, wird ein Enzym mit einem oder mehreren oberflachenaktiven Stoffen in waBnger Losung auf die 
Arbeitselektrode aufgebracht und trocknen gelassen und wird das zumindest zweite Enzym in einem nachfolgenden Schntt daraut 
chemisch immobilisiert, woraus kiirzere Ansprechzeiten und gmBere Signalhohen fur den Biosensor resultieren. 


